[ntelligent Multiport Card
50MIPS PERFORMANCE IN
“/INDOW’S NT & UNIX SYSTEM

® Built-in Intel 80960 RISC local processor, a workstation grade
A2bit processor, faster and powerful for your system.

® Support 57600 bps and 115200bps baud rate high speed MODEM.

® Support upto 64 serial ports in one PCI slot

e Support TCP/IP, PPP, SLIP capability.

& Support Windows NT & UNIX System driver.

* Bup];mﬂ Burge Pmtﬁcmr in TKHjRXD mgna] line.




P‘Hﬂ feature

built-in Intel 80960 RISC local processor, a workstation grade 32bit processor, faster and

powerful For vonr svstem.

SUppOrt up to 2

module structure, easy o setup and port expansion
cxpand from 8 Eu:ri:ll ports to 64 serial ports just need

5 seennds

eands per system, G4 ports per cardd, totally 128 users maximuom. suitable

for any system power and application configuration. lower initial charge but with

l'lF'tl'l'l'l-lH" BOEL Pﬂrrﬂrnlqlﬂh'. any time i‘"r WL,
Support Windows NT driver o extend COM port from 8 o 125
* Support SO0 XENIX driver in PCl bus slot,

= Bupport TUP/IE PPE, SLIP function capability in UNIX system.

P90 specification:

System strueture
* POt intelligent multi-port cand,
* Y641 multi-port connector box.
{POE-Y model )
* Fodl multi-port connector box,
[POS-F model )

SYSLem processor
© P90 model:  Inrel S09600F-25 CPU
* P90l model Intel S09600D-50 CPL,

System memory
* 128K Bvre cache EAM.

Hardware compatibility
* 5V Al A3MHz bus slot.

saftware compatibility
800 UNIX/XENIX
* ATET UNIX SYSTEM V
® Other UNIX/XENIX system.
* Windows NT syvstem.

system address mapping

* non-cache dual port RAM in PCIL bus,
Port capahility

= gach POSO card can wse with

Yod1/Y6d2 box, (PY990-Y model)

* ecach POSO card can use with Fod4l/Fa4d2
b, (POUO-F model )
each PO card can support upto
8 baxes in any combination.

BOX specification
" Interface:
* Y641/F641 box: RI2320 compatible,
K ports per box.
* YeA2/Fa4l box: RR422 compatible.
8 port per box,
* Bamd Rate: each port can be configured
to 110 - 230400bps,

Mote: the bawd rate setting SOEPS,
75BPS, 1530BPS in UNIX is
used for ST600BPS, 7T6800BPS,
115200815, For PY¥)-F model
the baud rate setting 200 hps
in UNIX is used for 230400bps,

* Flow Control
XON/XOFF software handshake.
RTS/CTS hardware handshake
Tolaonnector Dy pe
To41/Fo41 box: DBE25 male eonnector.
Yod2/Fod2 box: DB2S male conneCtor,

]]'illIL'I'.I"'FiHI:I
* gard: 55 x 425 inch.
* box: 91 x A5 inch.

Enviromment

* operating temperature: 5°C o 40°C,
operating humidity: 1% to 90% KIL
storage I:L-mpq,mmr-u e to 65°C,
atorage humidity: 5% to G0% RH.
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Oreder information:

= MOO0-Y card; PO card weith SO9ELEF-25 (U, connect with

Y41/ Y042 box.

* POORF cand: PO card with SU9OOJF-25 CPLL conneet with

Firdl/Fod2 b,

POSOD-Y card: P990D card with S0960JD-50 CPU, connect

with Y641/ Y642 box.

= POSOD-F card: PY99OD card with 3096000-50 CPU, connect

with FOo41/F642 bax.




